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SARIX VALUE QUICK REFERENCE GUIDE:
FIXED CAMERAS
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Model/Item Number IFV222-1ERS
IFV523-1ERS ITV529-1ERS IBV229-1ER

IBV529-1ER
IJV223-1ERS
IJV522-1ERS

IMV229-1ER
 IMV529-1ERS

Description Environmental / 
Indoor

Environmental / 
Indoor

Environmental / 
Indoor

Environmental / 
Indoor

Environmental / 
Indoor

Max Resolution 2 MP
5 MP 5 MP 2 MP

5 MP
2 MP
5 MP

2 MP
5 MP

Lens 2.8mm/3.6mm 3.4-9.4mm 3.4-9.4mm 2.8mm/3.6mm 3.4-9.4mm

Max. Dynamic Range 
(dB)1 Yes, 120dB Yes, 120dB Yes, 120dB Yes, 120dB Yes, 120dB

Day/Night Yes Yes, Yes Yes Yes

Max. Image Rate 30 fps @ 2MP 
20 fps @ 5MP 20 fps 30 fps @ 2MP 

20 fps @ 5MP
30 fps @ 2MP 
20 fps @ 5MP

30 fps @ 2MP 
20 fps @ 5MP

Power Input PoE Class 2 PoE  Class 3 PoE  Class 3 PoE  Class 2 PoE  Class 3

Environment IP66 IP66 IP66 IK10. IP66 IK10. IP66
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